
oc 
IT, a 

9 MISCELLANEOUS PAPER 5-70-14 

EVALUATION OF SOIL STRENGTH OF 
UNSURFACED FORWARD-AREA AIRFIELDS 

BY  USE OF GROUND  VEHICLES 
by 

6. M. Hammitt II 

May 1970 

Sponwrtd by Offict, Chief of EngiiMtrs, U. S. Army 

Conduct«! by U. S. Army EngiitMr Waterways Expcrinwnt Station, Vicktburg, Minmippi 

This documml hat baan appmwd tor pubic rataaaa and wla; It» dtetrlbutton it unlimitad P 



miiE i- 
iMTIFICATIM 

HY 
OBT«tMTKMI/««IUIIUn 

MT. rmiLrt/f 

Destroy this report whtn no longer needed, 
it to the originator. 

Do not return 

The findings in this report are    t to be construed as an official 
Department of the Army position unless so designated 

by other authorized documents. 



MISCELLANEOUS PAPER 5-70-14 

EVALUATION  OF SOIL STRENGTH  OF 
UNSURFACED  FORWARD-AREA  AIRFIELDS 

BY USE OF GROUND VEHICLES 
by 

6. M. Hammitt II 

May 1970 

Sponnrad by Offic«, Chief of EnginM», U. S. Army 

Conducted by U. S. Army EnginMr Waterway« Cxparimant Station, Vicksburg, Misainippi 

AHMT-MKC  VICKaaUK«.  HIS*. 

This docunwnt hit bttn approwd for public rafoata and ula; Its distribution it unlimited 



Foreword 

This f.tuily wan authorized by the office,  I'liloi' of KH/M npor;;.   in   "in- 

structions and Outline for Technical Support - Army,   KV i'.id'f,"   lated May 

1966.    The Flexible Pavement Branch, Soils Division,  i). S. Army Kngineer 

Waterways Experiment Station (WES), conducted  this  titudy for the Civil 

Engineering Branch, Engineering Division, Military Construction, Office, 

Chief of Engineers. 

This study was conducted during the period September-November 1967 

under the supervision of Messrs. W. J. Tumbuil, Chief, and A.  A.  Maxwell, 

Assistant Chief, Soils Division, WES.    Engineers of the WKS Soils Division 

actively concerned with the planning,  testing,  analyzing, and reporting 

phases of this study were Messrs. R. C. Ahlvin, D.  N.  Brown, and (i. M. 

Hammitt II.    This report was prepared by Mr.  Hammitt. 

Directors of the WKS during the conduct of the study and the prep- 

aration of tliis report were COL John K. Oswalt, Jr., CK, and COL lev! A. 

Brown, CE.    Technical Directors were Mr. J.  B. Tiffany and Mr.   F. H.  brown, 
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Conversion Factors, British to Metric Units of Measurement 

British units of measurement used in this report can be cunvertod  to metric 

units as follows: 

Multiply 

inches 

feet 

square inches 

pounds 

tons 

kips 

pounds per  square inch 

miles per hour 

JiL 

2.5^ 
0.30^8 

6.4516 

0.U5359237 

907.185 

453.59237 

0.070307 
1.6093'(4 

To Obtain 

centimeters 

meters 

square centimeters 

kilograms 

kilograms 

kilograms 

kilograms per square centimeter 

kilometers per hour 

vji 



Summary 

This report describes a method for rapidly determining the soil 
strength at t'orward-area airfields.    ThrouRh the use of diitiensionless 
ground mobility parameters developed by the U. S. Army Engineer Waterways 
Experiment Station, soil strength indications are determined by measuring 
rut depths created by traffic of standard military ground vehicJes.    Tills 
method enabJos reasonably accurate asaeasnient of soil strength by personnel 
without special training and without the use of special instruments.    If 
the soil  strength existing in the forward areas is known, predictions can 
be made concerning the ability of a particular site to sustain specific 
aircraft traffic. 

Initially, an office study was conducted that established the poten- 
tial of such a method.    Then limited field verification tests were con- 
ducted with four standard military ground vehicles. I.e. a l/k-ton M151, 
a 3A-ton M37, a 2-l/2-ton M35A1, and a 5-ton M55,^operated on a prepared 
unsurfaced heavy clay subgrade, with a strength of approximately 2 CBR. 
First-pass rut depths were measured for each vehicle operated empty and for 
all but the M55 with maximum cross-country loading. 

The results of this testing Indicated the feasibility of predicting 
soil strength based on one-pass rut depth caused by military ground vehi- 
cles.    Tills method can be used to predict the ability of a particular 
forward-a^ea airfield to sustain specific small aircraft traffic.    It is 
recommend^i that further studies include operations of aircraft from actual 
landing slies on both clay and sand. 

IX 



EVALUATION OF SOIL STRKNGTH OV UNSURFACED 

FORWAfiD-AREA AIRFIELDS BY USE OF GROUND VEHICLES 

Introduction 

Background 

1. Recommended soil strength criteria for airfields in the theater 

of operations are presented in Department of the Army Technical Manual 

5-330.      These criteria are in the form of design curves for paved and un- 

paved soil surfaces.    The design curves are based on the CBR test for noil 

strength.    Evaluation of soil strength by the CBR test requires trained 

personnel,  special test equipment, certain laboratory facilities, and an 

amount of time that is dependent on the scope of the survey.    The time, 

however, car be reduced significantly through use of the cone peietrometer. 

Reference 1 provides for use of the cone penetrometer as an expedient in 

lieu of the CBR test, thus eliminating the need for laboratory facilities 

and reducing the equipment and tlae requirements.    However, the cone pene- 

trometer test still requires special equipment and a minimum amount of 

training for the tester.    Therefore, there is a critical need for a method 

by which a reasonably accurate assessment of soil strength can bo rapidly 

made without the use of any special Instruments by personnel without spe- 

cial training, particularly to aid in the selection of forward-area air- 

field sites to be used for short periods of time. 

Objective and scope of study 

2. Objective.    The objective of this study was to establish a method 

of rapidly assessing initial soil strength or changes in soil strength at 

existing fields as a result of rainfall.    This method would be used in con- 

nection with selection of sites for forward-area airfields and would elim- 

inate requirements for specially trained personnel, special test equipment, 

and laboratory facilities.   Rapid survey of entire landing strip areas 

would be possible with less effort involved than that involved in surveys 

using the cone penetrometer or CHR method. 

3. Scope.    The initial program consisted of using existing research 

data to make certain predictions as to the ability of a particular site to 

j 



sustain specific aircraft traffic.   This program produced results relating 

the operation of several standard military ground vehicles to requirements 

for operation of military aircraft on unsurfaced fields.   These results 

were tabulated as the final product of the office study, but because of 

certain areas in which inadequate correlative data existed, elements of 

engineering judgment were Involved in the tabulation.    Thus, a field test 

effort was made to validate the reliability of the initial scheme or to 

provide a basis for its adjustment to a final satisfactory site assessment 

system.    The field testing consisted of trafficking an existing section at 

the U. S. Army Engineer Waterways Experiment Station (WES) with four mili- 

tary ground vehicles.    The four vehicles consisted of a l/k-ton* M151 

truck, a 3A-ton mi truck, a 2-l/2-ton M35A1 truck,  and a 5-ton M55 truck. 

The large-scale test facility allowed the four military ground vehicles to 

traffic the section at approximately 5 mph.    Cross sections and cone index 

data were taken prior to traffic and after one pass of each vehicle.    Rut 

depth measurements were made at selected points in the tracks at the rear 

of the test vehicle.    Dimensionless ground mobility parameter predictions 

were compared with the data taken. 

h.   The tabulated results for application of the method of rapid soil 

strength determination presented herein are given in Appendix A.    This ap- 

pendix shows the allowable coverages for example aircraft based on one-pass 

rut depths of four standard military ground vehicles. 

Terminology 

5.    For information and clarity, definitions of certain terms used in 

this report are given below: 

California Bearing Ratio (CBR).    A measure of the bearing capacity of 

the soil based upon its shearing resistance.    The CBR is calculated by di- 

viding the unit load required to force a piston into the soil by the unit 

load required to force the same piston the same depth into a standard sam- 
2 

pie of crushed stone and multiplying by 100. 

Cone Index (Cl).    The cone index is an index of soil consistency or 

strength.    It is the force required to push a 30-deg right circular cone 

*    A table of factors for converting British units of measurement to metric 
units is presented on page vii. 



3 
of 0,?-aq-in. base area through the soil at a rate of 72 in. per min. 

AirfieJd Index (AI).   The airfield index is an index of soil consis- 
tency or strength.    It is the force required to push a 30-deg right cir- 
cular cone of ü.2-sq-in. base area through the soil at a rate of 72 in. 

.    k pfr min. 

Office Study 

Data sources 
6. Ground-flotation study«    The one-pass rut depth data used for 

this study were obtained partly from accelerated traffic teats conducted by 
the WES to establish ground-flotation criteria for the operation of air- 
craft on unsurfaced soils.    Complete information on this test program can 
be found in reference 5» 

7. To establish the desired criteria, test sections were constructed 
of heavy clay (CH).   Classification data for the soils used in test sec- 
tions are shown in plate 1.   A typical test section consisted of several 
test Items, each with a different subgrade strength.   Each item was divided 
into traffic lanes, and traffic tests were conducted on the controlled- 
strength subgrades with load carts equipped with single- or multiple-wheel 
assemblies and with a range o~ tire sizes, wheel loads, and tire inflation 
pressures.    All traffic data were obtained on unsodded test Items.   As re- 

ported previously,   sod provides strength benefits of such small magnitude 
that It represents no practical differential. 

8. Model tests.   Data from model tests conducted at WES with pneu- 

matic tires in soft soils were also utilized.   These model tests were con- 

ducted In sol] carts.   The soils and methods of soil preparation used are 
described in detail in WES Technical Report No. 3-^88.      Classification 
data for the soil are shown in plate 2. 

9. Input data.    In both investigations described above, soil 
strength measurements were obtained with the standard in-place GBR appara- 
tus described in reference 2.    CBR, water content, and density determina- 
tions were made at the surface and at 6- and 12-in. depths in each test 

item Just prior to and at the conclusion of traffic.    Deformation measure- 
ments indicating the total slnkage from the original ground surface were 



also made.   For the purpose of this study, only single-wheel, initial-pass 

data were considered.   These data and measurements were used as described 

later.   The dlmensionless ground mobility parameters were developed from 
the tests described in reference 7.   However, the validity of the tests de- 

scribed in reference 7 was never verified for the type of study reported 

herein.   That is, the results of the model tests reported in reference 7 
were not related to the operation of full-scale vehicles. 
Analysis of data 

10.   Dimensionless ground mobility parameters.   To accomplish the ob- 
jective of this study, the dimensionless ground mobility parameters devel- 
oped at WES were employed.    These parameters consist of clay and sand mo- 
bility numbers that reduce the variables of wheel load, soil strength, tire 
size, and tire deflection into a dimensionless ratio of soil and wheel 
characteristics in the manners shown below* 

Clay mobility number (CMN): 

cad   '.^ fMO OMK.s^ax * (i) 

Sand mobility number (SMN): 

W (2) 

Sinkage number (SN) 

SN = z/d (3) 

where 
CI - cone index 

b = cross-sectional width of tire, in. 

d - outside diameter of tire, in. 
W = vertical wheel load, lb 
ft = tire deflection (difference between heights of loaded and 

unloaded sections) 

h = tire section height, in. 



0 = cone indpx gradient (ewoviigc  itu'rcdjii« i?i (M pec .ineli over u 
depth equal to the tire width) 

z = one-pass rut depth, in. 

Some of these .-"ras are illustrated in plate j. 

11. A plot showing the relation of sinkun;e number to clay mobility 

number is shown in plate h.    This relation should be used in al.. site eval- 

uations except those involving a clean, cohesionless, free-draining sand. 

A plot of the sinkage number versus sand mobility number is also shown in 

plate k.    A comparison study showed close agreement between the relation of 

sinkage number and clay mobility number as established by small wheels and 

light load tests and ground-flotation tests with full-scale wheels and 

loads (plate ^). 

12. The soil-strength variable can be expressed in terms of CBR, CI, 

or AI (see ulate 6). CI can be converted to AI by dividing the CI by 50. 

13. Application. As previously st ,ted, the standard military ground 

vehicles chosen for the study reported herein were the l/U-ton M151, the 

3/4-ton M37, the 2-l/2-ton M3U, and the 5-ton M55 trucks. Using the empty 

and loaded front-wheel loads and tire dimensions, data were calculated for 

a soil strength versus rut depth curve for each vehicle. The front-wheel 

loads were used because the ground mobility parameters were developed for 

front-wheel loading only. The dimensionless ground mobility parameters 

were employed to reduce the variables of wheel load and tire dirrensions and 

to produce the data presented in table 1 and the plots shown in plates 7-10. 

Similar plots could be prepared for any pneumatic-tired ground vehicle at 

any loading. After the front tire one-pass rut depth of a particular mil- 

itary ground vehicle has been measured, the approximate soil strength can 

be determined from an appropriate plot of cone index versus rut depth. 

With this strength determination, the feasibility of a given aircraft op- 

erating at a site can be predicted (see plate 11). 

Ik.    Sample problem: Determine if a C-7A aircraft having a single- 

wheel load of 6.k kips and tire inflation pressure of 39 pci can success- 

fully operate on a clay site where a 1-in. rut depth resulted from one pass 

of the front wheel of a 2-l/2-ton M3i+ cargo truck. 

Solution: The empty MS'* cargo truck has a front axle weignt of 

5 



69OO lb and an 11.00x20 tire size. With a one-pass rut depth of 1 in., the 

sinkage number z/d for this vehicle would be 0.023. From plate kt the clay 

mobility number is 5*60. By substitution in equation 1 as shown below, the 

strength of the soil in terms of CI would be 93. 

c t _ CI X 12.0U x ^3.2 v  -  ,/l/Z 5.6 = 5^5 x 0.16 

c (i      520.1 CI .. n K 
5,6        3^0    x 0•4 

5.6 = 0.06 ci 

ci = 93; Ai = 1.9 

Next, by entering the nomograph (plate 11) with the C-7A load of 6.U kips 

and tire pressure of 39 psi and the soil strength (1.9 Al), it is deter- 

mined that the C-7A cannot successfully operate on this particular land- 

ing site. 

Validation Tests 

15 •    The results of the office study indicated the potential use 

of the dimensional analysis technique in predicting soil strength from rut 

depths and it was decided to validate this conclusion by a limited field 

study. 

Field tests 

16.   Test section.    The field traffic tests were conducted at WES on 

a special test section constructed under shelter.   A general view of the 

test section prior to traffic is shewn in phot^raph 1.    The test bin was 

approximately 12 ft wide, 170 ft long, and 5 ft deep.    The heavy clay soil 

was placed in the 5-ft-deep test bin in 6-in. lifts.    Compaction was per- 

formed with a self-propelled pneumatic-tired roller loaded to approximately 

30,000 lb.    The soil had a liquid limit of 58 and a plasticity index of 31 

and was classified as clay (CH).    The gradation curve for the heavy clay 

soil is shown in plate 1.    The clay was identical with that used to provide 



the input data for the predictions made in the office study.    A summary of 

strength data for the surface of the section before traffic is given in 

table 2. 

17'.    Test loads and vehicles.    One-pass traffic was applied to the 

test section with the vehicles described in the following tabulation: 

Vehicle lb 

X/h~ton M151 
Empty 
Max cross-country load 

2,635 
3,035 

3A-ton M37 
Empty 
Max cross-country load 

6,010 
7,820 

2-V2-ton M35A1 
Empty 
Max cross-country load 

13,500 
18,500 

5-ton M55 20,500 

All vehicles were operated at approximately 5 mph.    The vehicle charac- 

teristics are documented in Ordnance Tank Automotive Command, Section 
Q 

S..V-1 dated January 1967.      All trucks used the tire size and pressure 

recommended by the Ordnance Tank Automotive Command.    Weights were approxi- 

mately the same as those recommended by the manufacturer.    All computations 

were based on manufacturer's values listed in table 1. 

Test and test results 

18. A summary of the test data, including soil strength (CI and CBR) 

and rut depth, is presented in table 2.    Cross sections of the test section 

at different stations prior to traffic are shown in plete 12.    The M51, M37, 

and M35A1 each made one pass down the test section empty.    The three vehic- 

les then made one pass with the maximum cross-country load.    The M55 traf- 

ficked the section at a weight of 20,500 lb.    Each vehicle was positioned 

to traffic fresh soil each time. 

19. Operation 1.    The empty l/k-ton M151 (weight 2635 lb) traversed 

the prepared test section.    Cross sections after one pass are shown in 

plate 12.    Photograph 2 shows the section after one pass of the empty M151 

vehicle.    The rut depth measured an average of 0.10 in. excluding upheaval 

and 0.11 in. including upheaval. 



20. Operation 2.    An empty M37 truck (weight 6010 lb) trafficked the 
test section next.    Cross sections after one pass are shown in plate 12. 

Photograph 3 shows the section after one pass of the empty M37 vehicle. 

The rut depth measured an average of 0.^3 in. excluding upheaval and 0.55 

in. including upheaval. 

21. Operation 3. An empty 2-l/2-ton M35A1 vehicle (weight 13,500 

lb) trafficked the test section next. Cross sections after one pass are 

shown in plate 12. Photograph h shows the section after one pass of the 

M35A1. The rut depth measured an average of 0.51 in. excluding upheaval 

and O.96 In. including upheaval. The test section was planed to remove 

ruts.    Cross sections after planing are shown in plate 13. 

22. Operation k.    A loaded l/k-ton M151 vehicle with a weight of 

3035 lb trafficked the test section.    Photograph 5a shows the test section 

after one pass of the loaded M151.   The rut depth measured an average of 

0.l6 in. excluding upheaval and 0.28 in. including upheaval.    Cross sec- 

tions at various stations are shown in plate 13. 

23. Operation 5»    Next, a 3/U-ton M37 vehicle with a gross weight of 

7800 lb trafficked the test section.    Photograph 5b shows the test section 

after one pass of the loaded M37, and cross sections ore shown in plate 13• 

The rut depth measured an average of 0.60 in. excluding upheaval and 1.09 

In. including upheaval. 

2k.   Operation 6.    A 5-ton M55 vehicle with a gross weight of 20,500 

lb trafficked the test section next.    Photograph 5c shows the test section 

after one pass of the empty M55 vehicle.    The rut depth measured an average 

of 0.57 in. excluding upheaval and 1.3^ in. including upheaval.    The test 

section was planed to remove ruts.    The cross sections after one pass of 

the empty M55 vehicle are shown in plate 13. 

25. Operation 7.    Next, a 2-l/2-ton M35A1 vehiclr with a gross 

weight of 18,500 lb trafficked the test section.    Photograph 5d shows the 

test section after one pass of the loaded M35A1 vehicle.    The rut depth 

measured an average of 1.0 in. excluding upheaval and 1.86 in. including 

upheaval. 

26. After completion of testing, CBR's at sta 10+00 and 25+00 were 

1.8 and 2.0, respectively. 

8 



Comparison of office study 
results with field results 

27. Table 2 shows a comparison of the predicted and measured rut 

depths.    These data indicate that the rut depths in the clay soil were pre- 

dicted witii a remarkable degree of accuracy. 

Conclusions and Recommendations 

Conclusions 

28. The dimensionless ground mobility parameters developed at WES 

for small towed model tires can be applied with reasonable accuracy to the 

prediction of soil strength based on one-pass rut depth caused by several 

standard military ground vehicles. 

29. A plot of rut depth versus soil strength can be developed for 

any pneumatic-tired ground vehicle with any loading. 

30. The method presented in this report can be used to predict the 

ability of a particular forward-area airfield to sustain specific small 

aircraft traffic.    It should be noted, however, that this study was limited 

to cohesive soils. 

Recommendations 

31. A study is needed to verify predictions for a sand surface. 

32. A field test with    T ^ :ific aircraft and ground vehicles is 

needed for a minimum of two sites, one sand site and one clay site. 

33. Further study is needed to determine if this method or similar 

methods could be developed to predict rut depth or deflections for various 

other surfaces. 

Literature Cited 

1. Headquarters, Department of the Army,  "Planning and Design of Roads, 
Airbases, and Heliports in the Theater of Operations," Technical Manual 
5-330, Sept 1968, Washington, D. C. 

2. U. S. Department of Defense,  "Test Methods for Pavement Subgrade, Sub- 
base, and Base-Course Materials," MIL-STD-621A, Dec 196^. U. S. Govern- 
ment Printing Office, Washington, D. C. 



3.   Headquarters, Department of the Army, "Solls Trafficability," Technical 
Bulletin ENG-37, July 1959, Washington, D. C. 

k.   Fenwick, W. B.,  "Description and Application of Airfield Cone Penetron- 
eter," Instruction Report No. 7» Oct 1965, U. S. Anqy Engineer Water- 
ways Experiment Station, CE, Vlckaburg, Miss. 

5. Ladd, D. M. and Ulery, H. H., Jr.,  "Aircraft Ground-Flotation Investi- 
gation; Part 1--Basic Report," Technical Report No.  3-737, Aug 1967, 
U. S. Army Engineer Waterways Experiment Station, CE, Vicksburg, Miss. 

6. Womack, L. M.,  "Traffic Tests to Determine the Benefits of Vegetation 
in Increasing Traffic Coverages," Miscellaneous Paper No. 4-769, Dec 
1965, U. S. Army Engineer Waterways Experiment Station, CE, Vicksburg, 
Miss. 

7. Freitag, D. R.,   "A Dimensional Analysis of the Performance of Pneumatic 
Tires on Soft Soils," Technical Report No.  3-688, Aug 1965, U. S. Army 
Engineer Waterways Experiment Station, CE, Vicksburg, Miss. 

8. Headquarters, Department of the Army,  "Military Tactical Vehicles 
(Ordnance Corps Responsibility)," Technical Manual 9-236, Sept 
I960, Washington, D. C. 

10 



MU 1 

IbloaJed 
Outside Unloaded 

V«hiclt Tire Tire Tire Rut Slnkage Clay 
Weight Tire MM (d) Preeeure Wdth (b) Depth (») Coefficient Mobility Cone 

Vtbicl« lb Site in. 

20 

in. in. x/d No. 

>i,0.00 

Index 

i^-lon, 2,473 7:00x16 30.5 7.17 0 0.0000 16',. 
i.xi< H151 truck Bnpty with Trace (0.1) 0.0033 10.00 82 

driver 0.25 
0.50 
1.0 
2.0 
3.0 

o.onfi? 
o.oi63 
0.0327 
0.0657 
0.0983 

7.70 
6.00 
4.00 
3.00 
?.75 

63 
49 
33 
24 

3.000 0 0.0000 >80.00 200 
Driver and 3 Trace (0.1) 0.0033 10.00 100 

paeaenfen 0.25 
0.50 
1.0 
2.0 
3.0 

0.00R2 
0.0163 
0.0327 
0.0657 
0.0983 

7.70 
6.00 
4.00 
3.00 
2.75 

77 
fco 
4o 
30 

3/'t-to», 5,950 9:00x16 35.2 50 9.63 0 0.0000 >?0.00 250 
4x4 M37 truck tupty Trace (0.1) 

0.25 
0.50 
1.0 
2.0 
4.0 

0.0028 
0.0071 
0.0142 
0.0282 
0.0568 
0.1132 

11.00 
a.00 
6.00 
4.25 
3.10 
2.60 

133 
97 
73 
51 
38 
31 

7,880 0 o.uuuu >20.00 265 
Oroii weight Trace (0.1) 

0.25 
0.50 
1.0 
2.0 
4.0 

o.ooae 
0.0071 
0.0148 
0.0282 
0.0568 
0.1132 

11.00 
8.00 
6.00 
4.25 
3.10 
2.60 

140 
102 
76 
54 
40 
33 

2-l/?-ton, 13,900 11:00x20 43.2 75 12.04 0 0.0000 >20.00 100 
6x6 M34 truck Ehpty Trace (0.1) 

0.25 
0.5 
3..0 
2.0 
4.0 
6.0 

0.0023 
0.0057 
0.0115 
0.0231 
0.0462 
0.0905 
0.1388 

11.50 
9.00 
6.t)0 
4.75 
3.50 
2.75 
2.50 

18? 
14^ 
103 

75 
t-5 
43 
39 

24,300 0 0.0000 >20.00 350 
Oroif weight Trace (0.1) 

0.25 
0.5 
1.0 
2.0 
4.0 
6.0 

0.0023 
0.0057 
0.0115 
0.0231 
0.0462 
0.0985 
0.1388 

U.50 
9.00 
f.50 
4.75 
3.50 
2.75 
2.50 

218 
171 
123 

90 
b6 
52 

5-ton, 24,064 11:00x20 43.2 75 12.04 0 0.0000 N20.00 400 
6x<5 M55 truck ■•pty Trace (0.1) 

0.25 
0.50 
1.0 
2.0 
4.0 
6.0 

0.0023 
0.0057 
0.010.5 
0.0231 
0.0462 
0.0925 
0.1388 

U.50 
9.00 
6.50 
4.75 
'.>0 
2.75 
2.50 

249 
195 
141 
103 
76 
6C 
54 

34,064 0 0.0000 >20.00 400 
Oroai weight Trace (0.1) 

0.25 
0.50 
1.0 
2.0 
4.0 
6.0 

0.0023 
0.0057 
0.0115 
0.0231 
0.0462 
0.0925 
0.1388 

U.bO 
9.00 
6.50 
4.75 
3.M3 
r.75 
2.50 

249 
195 
141 
103 

7fc 
60 
54 

Not«:   All conputAtlom ud« utin« k   6> 
NttlMl. 

value of 0.16 and baeed on aanufaeturer's ipvcified dianulone and 



* Fabli 2 

39B IDLSLSSl« 

Meaaured Rut 
Vehicle Strength 

of Soil 
Panth. in. 

*in Fron Predicted 
Load Prctsur« Surface ( Original Rut Depth 

Tnse 

2,635 18 front 

Tire SIM 

7:00x16 

ci.. 

63 1.8 

Sta     l 

10+00 

8urface 

0.05 

Maxiaun 

0.05 

in. 

lA-ton, hxk 
H151 truck 22 rear 71 1.2 15+00 

20+00 
0.12 
0.10 

0.12 
0.10 

63 0.8 25+00 
30+00 
35+00 

AW« 

0.10 
0.10 
0.10 

0.10 

0.10 
0.15 
0.15 

0.11 0.10 

3,035 18 front 7:00x16 78 10+00 0.30 0.1*0 
22 rear 78 

78 
76 
66 

15+00 
20+00 
25+00 
30+00 

Avg 

0.13 
0.05 
0.15 
0.15 

0.16 

0.20 
0.22 
0.15 
0.U5 

0.28 0.22 

3A-ton, UxU 6,010 ko 9:00x16 63 10+00 0.37 0.50 
K37 trueK 72 

63 

15+00 
20+00 
25+00 
30+00 
35+00 

Avg 

0.U7 
O.U5 
0.U7 
0A0 
O.kO 

0.U3 

0.50 
0.55 
0.50 
0.55 
0.70 

0.55 O.UO 

7,800 ho 9:00x16 78 
78 
78 
76 
66 

10+00 
15+00 
20+00 
25+00 
30+00 

Avg 

0.70 
0.1*0 
0.57 
0.70 
0.63 

0.60 

1.27 
0.90 
1.10 
1.10 
1.10 

1.09 0.U5 

2-l/S-ton, 6x6 13,500 35 1I:OOK?0 63 10+00 0.60 1.00 
K35A1 truck 72 15+00 0.54 1.00 
W/W 

63 
20+00 
25+00 
30+00 

Avg 

O.U7 
0.50 
0.U5 

0.51 

0.95 
0.80 
1.05 

O.96 1.05 
0.90« 

18,500 35 U:0Qx20 80 
80 
72 
62 

12+00 
17+00 
22+00 
27+00 

Avg 

1.12 
0.92 
0.91 
1.05 

1.00 

1.95 
1.68 
1.83 
2.00 

1.86 1.60 
1.30» 

5-ton, 6x6 20,500 35 U:00x20 78 1.8 10+00 0.65 1.58 
M55 truck 78 

78 
15+00 
20+00 

0.52 
0.65 

1.25 
1.50 

76 2.0 25+00 

Avg 

O.U5 

0.57 

1.05 

1.31» 1.30 

Predicted rut depth baaed on pertinent iQU 2-l/i'Xon vehicle characteristics. 
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Appendix A; Application of Soil Strength Assesaaent Itethod 

1. Table Al relates the results of the operation of several standard 

military ground vehicles to the requirements for operation of military air- 

craft on unsurfaced fields. This table was prepared as a general guide In 

the evaluation of soil strength of unsurfaced forward-area airfields by use 

of military ground vehicles. A direct evaluation can be made from table Al 

by applying one pass of a specific vehicle to an area, measuring the re- 

sulting rut depth, then entering the table with the measured rut depth and 

noting the allowable operations of specific aircraft. 

2. This method of rapid soil strength assessment was developed for 

use on cohesive soils only. However, any rut measurement and corresponding 

soil strength on a coheslonless soil (sand) would be conservative for use. 

3. This method of soil strength determination is meant to be a rapid 

indication and not a substitute for existing methods. Existing standard 

methods should be employed when equipment and trained personnel are 

available. 

Al 
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This report describes a method for rapidly determln;iit the soil strength at forward- 
area airfields.    Through the use of dimensionless ground mobility parameters developed 
by the ':. S.  Army Engineer Waterways Kxperiment Station, soil strength indications are 
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